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Inspector:                                         Lab/Rm:                 Bldg:                     Date:                            .                                           
 

AISLES/EXITS/EGRESS YES NO N/A 
1 Minimum width of any aisle leading to an exit is at least 44 inches wide.    
2 Are exits marked, free of debris and readily accessible at all times?    
3 Is emergency lighting operating?  (Test by using test button if you can do so from 

the ground or floor.)    

4 Can you see marked exits or exit signs from the aisles in your area?    
5 Are aisles and doorways kept clear; and free of obstructions with trip hazards 

minimized to permit visibility and movement?    

6 Are doors not used for egress (closets, offices, etc.) that could incorrectly be 
thought to be an exit labeled “NOT AN EXIT?”    

7 Are floor surfaces clean, dry, level, not slippery or sticky and in good condition?    
COMPRESSED GAS CYLINDERS 

8 Are cylinders legibly marked to clearly identify the gas contained?    
9 Are cylinders stored away from heat source and do they have separation 
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GENERAL FACILITY (continued) 
 

FIRE EMERGENCY YES NO N/A 
23 Are fire extinguishers fully charged and have current inspection dates?  All 

previous months should be signed off. 
   

24 Are fire extinguishers and hoses, mounted, visible, and accessible?    
25 Do employees know where the fire extinguishers are and how to use them?    



 
ENVIRONMENTAL, HEALTH, AND SAFETY (EHS) AUDIT CHECKLIST



 
ENVIRONMENTAL, HEALTH, AND SAFETY (EHS) AUDIT CHECKLIST 

 

EHS REPRESENTATIVE INSPECTION CHECKLIST 
 
 

Page 4 of 6 
 

SAFETY (continued) 
 

ELECTRICL GROUNDING YES NO N/A 
88 Are electrical appliances, portable electrical tools, and fixed electrical equipment 

grounded or UL rated/double insulated and in good repair? 
   

89 Do extension cords being used have a grounding conductor and are in good 
repair? 

   

90 Are extension cords used only for temporary wiring applications (60 days max.)?    
EQUIPMENT 

91 Proper guarding of any pinch points, rotating collars, cams, chucks, couplings, 
shafts flywheels, spindles, bolt ends, rotating mechanisms, etc.? 

   

92 Are all protective guards (including light curtains and interlocks) in place, 
effective, and checked daily or before use? 

   

93 Are all controls and emergency stops clearly identified and within reach of 
operator? 

   

94 Are all emergency stops, safety guards, and safety devices located on 
equipment and tools working and adjusted properly? 

   

95 Are grinder gaps 1/8 inch from bottom of wheel and 1/4 inch from top of wheel?    
96 Grinding wheel surface not damaged or worn (must be square and no grinding 

on side of wheel). 
   

97 No aluminum found in grinding wheel surface?    
98 
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UNSATISFACTORY EHS CONDITIONS FOR _______________________. 

                                                                                   (Laboratory) 
 

(NOTE:  The Lab Manager, PI/Safety Designate & EHS Representative must be in agreement on 
corrective actions listed below.) 
 
CORRECTIVE ACTION CODES: D       = Department Repairs 
     EHS  = WSU EHS Department Assistance Needed 
     M      = Maintenance Department Notification/Follow-up 
 
ITEM 
NO. 


